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FOR LASTING SUB-SURFACE WATERPROOFING 
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For over 35 years, genuine Iromte has proved its ability to retard below-grade water penetration 
under every circumstance. It can be effectively applied to both new and old construction. In general 
all interior masonry surfaces in contact with the earth should be waterproofed with Ironite. This 
includes walls, floors, interior columns, pits, depressions, and junctions of floor and wall, column and 
stairs. Pulverized iron, oxidized by an activating agent in the presence of water, expands and 
thoroughly fills all cracks, pores and crevices in the masonry to which Ironite is applied. Thus Ironite 
provides continued resistance to the elements. 


ADVANTAGES OF IRONITE OVER OTHER TYPE WATERPROOFINGS 

1. Applied under ideal working conditions — inside. 

2. Eliminates digging and inconvenience of treating outside walls. 

3. May be applied on wet or dry surfaces. 

4. Becomes an integral part of the masonry. 

5. Resists any hydrostatic pressure that structure itself can withstand. 

6. Retards water penetration for years. 

7. Costs no more than membrane type waterproofing. 


HOW TO SPECIFY IRONITE 

MATERIAL: To be genuine Ironite Waterproofing as manufactured by Ironite Co. of Chicago, delivered in original sealed 
container, and applied by Western Waterproofing Company. 

SCOPE OF WORK: The interior of all masonry surfaces in contact with the earth shall be waterproofed with Ironite. 

METHOD: Walls and/or floors shall be thoroughly cleaned and roughened before Ironite is applied. Only one coat a day 
to be applied to insure proper oxidation. Base floor slab to be left rough and clean by concrete contractor. Ironite shall be 
thoroughly broomed in, last coat being applied just before cement topping is poured. 

QUALIFICATIONS AND GUARANTEE: The waterproofing contractor shall be required to give a guarantee that all 
surfaces treated by him will be and will remain waterproof for a period of two years. He will make any repairs at his 
expense, should they be necessary due to defects in his material or workmanship, within the guarantee period. A list of 5 
jobs of 10 years standing, of comparable size, that have been successfully waterproofed by specified methods is to be sub¬ 
mitted 3 days before bidding. 

WESTERN APPLICATION + WESTERN MATERIAL = LASTING PROTECTION 
















FOR EFFECTIVE INTERIOR WALL DAMPPROOFING 
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Proper Application Assures Lasting Results! Specify IRONITE — Applied by WESTERN! 


I WHERE TO USE WESTERN’S PARGE ADVANTAGES OF WESTERN’S PARGE 

COAT DAMPPROOFING OVER ORGANIC COMPOUNDS 

The interior surfaces of all above-grade exterior masonry 1. Eliminates moisture penetralion — in a similar manner 

walls that are to be plastered, furred, or grouted should that Ironite holds many pounds of pressure below-grade. 

be dampproofed with Western’s Parge. It should include 2. Costs less than materials of comparable thickness and 

all sides of exterior columns that are to be enclosed and protection. 

the top, outside face and bottom of all spandrel beams; 3 . Gives a positive plaster bond ...rough, stippled tex- 

surfaces behind air-ducts, bath tubs, radiator recesses, ture provides both a mechanical and physical bond, 

piping, window sash, partitions, etc. It should extend from 4 . Assures longer life for wall due to inorganic composition, 

floor line to underside of above floor or roof slab and for 5. Non-sagging, non-peeling ... no loose or hollow plaster, 

a distance of 18" out on bottom surface of floor or roof slab. 6 . Increases insulation by assuring dryness. 


HOW TO SPECIFY WESTERN’S PARGE COAT DAMPPROOFING 

MATERIAL: To be Western’s Parge Coat Dampproofing as manufactured and applied by the Western Waterproofing 
Company, St. Louis, Mo. 

SCOPE OF WORK: The interior surfaces of all above-grade exterior masonry walls that are to be plastered, furred, or 
grouted shall be dampproofed. All work to be done before erection of partitions or installation of sash, furring, etc. 

METHOD OF APPLICATION: Western’s Parge Coat Dampproofing shall be gun-applied under 50 lbs. pressure and shall 
be built up to a depth of at least 3 V' in thickness. The surface shall be left in a gun finish, suitable for reception of plaster. 

QUALIFICATION AND GUARANTEE: Only waterproofing contractors with 5 years continuous experience in damp¬ 
proofing, who can submit a list of 5 jobs of comparable size and nature successfully completed, will be considered for this 
work. The contractor shall guarantee his work for a period of two years, making repairs to the dampproofing if any leakage 
occurs due to faulty workmanship or materials. 


You can eliminate the possibility of above-grade dampness by specifying that Western’s Parge 
Coat Dampproofing be applied during construction. This material, of cementitious base, contains 
waterproofing ingredients which expand slightly to lock themselves into the pores of the surface. 
Thus Parge is an effective water barrier... yet it does not destroy the “wall breathing” properties 
of the masonry. In general, Parge is the well-known Ironite system of sub-surface waterproofing 
modified, after 10 years of research and testing, for above-grade work. Today, it stands on its 
own reputation for years of successful performance. 
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Tuckpolnt a wall 
Once and for All 

ISTHBIWWIRPROORNG CO. All AT A 

OHices in Principal Cities J | 

... for Exterior Mortar Joints 

To insure completely filled brick and stone mortar 
joints, and to eliminate moisture damage and deteri¬ 
oration, many architects are again specifying that 
brick joints be raked back 3 /s" when laid. Western 
mechanics then fill these joints with Dilato Expanding 
Mortar to assure lasting solid joints. Dilato is a non¬ 
staining, cementitious mortar which expands .004" 
per cubic inch when set. Its cost is comparable to 
other cement mortar. 


RESTO-CRETE 


WHO USES WESTERN WATERPOOFING SERVICES? 

The ever expanding list of those who specify Western Waterproofing services includes many of Americas’ 
leading industrial plants, engineers and architects. Some of these include: 

THE COCA-COLA COMPANY BELL TELEPHONE COMPANIES 

GENERAL MILLS WATERMAN STEAMSHIP LINES 

STANDARD OIL COMPANIES NATIONAL BISCUIT COMPANY 

SEARS, ROEBUCK & CO. GENERAL FOODS 


SPECIFY WESTERN WATERPROOFING . . . 

For Complete , Effective Waterproofing and Weatherproofing Services 

matter how large or how small the project, Western is equipped with proven methods, prc 
d skilled mechanics — all combined for completely satisfactory service. So specify Western \ 
you can count on its reputation for performance. 

No materials for sale. Work done under contract, insured and guaranteed 
Ask for detailed specifications 


Western Waterproofing Co. 

Offices in Principal Cities ** 


WESTERN WATERPROOFING CO. 

Engineers and Contractors 

SYNDICATE TRUST BLDG. • ST. LOUIS 1, MO. 
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